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30"±

18"±

12" MAX

TRUCKS

ALL CONCRETE

WASHOUT HERE

SHALL

TYPICAL SECTION

PLAN WASHOUT SIGN

1. CONTAINMENT MUST BE STRUCTURALLY SOUND      AND LEAK FREE

AND CONTAIN ALL LIQUID WASTES.

2. CONTAINMENT DEVICES MUST BE OF SUFFICIENT QUANTITY OR

VOLUME TO COMPLETELY CONTAIN THE LIQUID WASTES GENERATED.

3. WASHOUT MUST BE CLEANED OR NEW FACILITIES CONSTRUCTED AND

READY TO USE ONCE  ASHOUT IS  75% FULL.

4. WASHOUT AREA(S) SHALL BE INSTALLED IN A

LOCATION EASILY ACCESSIBLE BY CONCRETE      TRUCKS.

5. ONE OR MORE AREAS MAY BE INSTALLED ON THE

CONSTRUCTION SITE AND MAY BE RELOCATED AS

CONSTRUCTION PROGRESSES.

6. AT LEAST WEEKLY REMOVE ACCUMULATION OF SAND

AND AGGREGATE AND DISPOSE OF PROPERLY.

ANCHOR BALES WITH

(2) 2"x2"x4' STAKES

PER BALE

BALES TO BUTT

10 MIL

POLYETHYLENE

SHEETING

AGGREGATE

BLACK LETTERS

ON WHITE

BACKGROUND

GALVANIZED "U"

CHANNEL POST

FINISH GRADE

SIGN SHALL BE PLACED AT

WASHOUT AREA IN A

PROMINENT LOCATION

6" MIN IMBEDMENT

(TYPICAL)

EXISTING GRADE

WOOD STAKE (TYPICAL)

SEASONAL HIGH

GROUNDWATER TABLE

10 MIL

POLYETHYLENE

SHEETING

STRAW BALE (TYPICAL)

BINDING WIRE

6" MIN DEPTH

AGGREGATE

ALL AROUND

NOTES:
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