




































































































































Section 4: Preparation for & Traveling to the Job 
TRUCK KEYS 
Each truck will have (a) tagged identification key(s) which will stay with that truck. The key(s) will be left in the ignition when the 
truck is not in use and is being stored in the PK yard . When on the road, take the key(s) with you into the hotel. Make sure the 
ignition key opens the doors before you lock the truck. Over the years doors have been damaged and replaced . 

IF YOU NEED ADDITIONAL MATERIALS 
If you notice that additional materials are needed in the morning , notify the foreman or yard foreman. They have procedures to 
follow to procure them. They will make material adjustments and note it on the Truck Inventory and Supply List on the truck's 
clipboard . Do not take off from another truck any equipment, materials or supplies you may be missing. 

DUTIES IF YOU ARE ASSIGNED TO DRIVE A TRUCK 
Check out vehicle if you are the assigned driver. Although the driver is responsible, passengers are to assist the drivers 
in performing truck and equipment checks. 

1. Check oil before starting your truck. Add oil only if you are a full quart or more low. 

2. Do a light check (truck, arrow board, beacons, and trailer). Check turn signals and brake lights. 

3. Make sure trailer is pinned, tongue jack is secured in the up position, safety chains are in place, and the load 
is secured. 

4. Check tires and verify none are low or flat. Kick duals to insure they are OK. 

5. Check for accuracy the Truck Inventory and Supplies List on the clipboard left in the truck by the loader. Sign 
the list and give the clipboard to the yard staff. (The clipboard system is described in Section 16.) You are 
responsible for the quantity of material on your truck as well as its equipment. A daily inventory will be taken. 

6. Put arrow board in travel mode and pin both sides. 

7. Verify that the truck and small equipment have already been fueled up. If so, let the truck warm up where it is 
parked. 

8. Before leaving the yard with a supply truck or striper, you must have a Bill of Lading in your truck to document 
your load. (The only exception to this is if your truck is empty or has just cones in which case no bill of lading 
will be required.) Without the Bill of Lading you may be detained at the scales. Be sure your vehicle placard 
matches your bill of lading. 

9. Make sure the envelope containing vehicle registration, proof of insurance, and vehicle annual inspection 
certificate is in the truck. There is a $187 fine for each of the above mentioned items not in the vehicle. Any 
fine will be paid by the driver of the vehicle, not by PK. 

KEEP PUMP AREA FREE OF CONGESTION 
Some crews will already be lined up in convoy formation , and some will still be in their parking spaces. Do not move 
trucks from where they are parked until it is time to pull out because you will block Building A bays and the gate. Do 
not block areas in front of Building A bay doors. 

Before pulling out. check with foreman for location of job and route to be taken. 

RADIO PROCEDURES 
When pulling out, do a radio check. A proper radio check includes the employee's name and the truck number. Do not 
chatter on the radio. For the benefit of employees who speak only one language, all radio transmissions are to be 
conducted in English so that the entire crew understands what is happening. Do not use profanity on the radio. 

WHEN TRAVELING IN CONVOY FORMATION 
When two or more vehicles are traveling together, have the striper or vehicle pulling a trailer be the lead vehicle. The 
striper, vehicles pulling trailers, and specialty equipment must be in the lead , with pickups and trucks without trailers 
serving as follow trucks watching out for any problems. A convoy of two vehicles should stay together. Wherever possible have 
all trucks take the same route. If a vehicle has a breakdown , other vehicles will be able to see it, stop, and help out. 
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Section 5: On the Job 

GENERAL ON THE JOB POLICIES 

TRAFFIC CONTROL & PAVEMENT MARKING PROCEDURES 
PK Contracting, Inc must conform to the maintaining traffic provisions in specific project proposals. In addition we must 
comply with the following items. 
Michigan Manual of Uniform Traffic Control Devices, specifically, part 6 "Traffic Controls for Street and Highway Construction, 
Maintenance, Utility, and Incident Management Operations." 
MDOT pavement marking typicals. Note there is some variation in pavement marking typicals depending upon the specific 
region. Be aware of the specific pavement marking typicals of the region we are working in. 

PK Contracting, Inc takes a pro-active approach to work zone safety and pavement marking operations and procedures. Our 
focus is on continuous improvement in safety methods and pavement marking methods. By working together with the 
inspectors, engineers, and various city, state or county officials, we will deliver a safe product, productively and at the 
highest quality. 

ARROW BOARD PLACEMENT 
Trucks carrying tape or items which can easily be stolen should not be used as arrow board trucks at locations on a job 
where they are out-of-view thereby making theft more likely. 
If a truck is parked and not being used as an arrow board truck, turn off the engine and be sure the lights, including the 
arrow boards and beacons are turned off. This will save fuel. This practice is ever more important since fuel prices are so 
volatile. 

INLAY PROCEDURES 
It is absolutely necessary that inlaid tape be rolled in the asphalt. If you have problems with the roller operator, call the 
office. If there is going to be a lapse of one hour before inlay tape is required, notify your division manager to see if help is 
needed on another project. 

PARTIALS 
Use partials of markout paint before starting a new can. Do not throw out plugged cans. Replace the spray tip on a 
plugged can with a spray tip from an empty can and it will probably work fine. Only one partial roll of any width and color 
of tape should come in at the end of the day. Only one partial can of glue should come in. 

BREAKDOWNS ON THE JOB 
When a piece of equipment breaks down on the job, and the operator or foreman is unable to repair it within fifteen 
minutes, they are to notify the shop to request assistance. If after a total of a half an hour a piece of equipment is not up and 
running, notify the division manager or assistant manager. They will be aware if another piece of equipment may be in the 
area and can be sent to the job. In addition, they may need to notify pending jobs of any time changes. 

TRUCK CARE 
Between daily operational hours contact the shop administrative staff and for evening hours contact the night shift 
supervisor or mechanic. For all other emergencies contact Kevin Shea. Kevin or Chris Rea of any equipment repair needs 
as they occur on the job. This will enable them to get ready to do the repair (get parts, etc.). Verbal notification of needed 
repairs must be followed up by written notation on the repair logs located at the pumps or Bay 1 of the Maintenance Building 
at the end of the shift. 
Make sure to always shut truck doors after getting in or out. Over the past few years we have had to replace numerous truck 
doors because of th is. 

WHEN LEAVING THE JOB TO GO BACK TO YARD 
Before leaving, do a total vehicle check, including trailer and tires. The driver is always responsible for truck, trailer, and load 
securing so items don't blow out of the truck or roll around in the bed. Do not leave a job site before checking with your 
foreman. 

ROAD SURFACE CONSIDERATIONS 
We need to minimize pavement scarring. We have installed head levelers to make sure grinding boxes are grinding 
square to the road. Adjust levelers to match road conditions. 
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ASPHALT 
When the pavement will remain at the completion of the job, and you are not putting a line back in the same place where 
you are grinding , use steel teeth to prevent scarring the pavement. 

Lines requiring removal which cut diagonally across permanent pavement, shall be lightly ground with a steel head and then 
shot blaster. Do not blow debris into traffic. 

CONCRETE 
For lines requiring removal which cut diagonally across permanent pavement and are not being placed back in their original 
location, use a water blaster to prevent scarring the pavement. On concrete, a water blaster should be used instead of 
grinders. 

SMALL EQUIPMENT PROCEDURES 
o No gasoline or gasoline powered tools are to be transported or kept on the bed of any thermoplastic application 

trucks. Refueling is absolutely not to be done on the deck of these vehicles or next to an open flame. Be sure 
gas caps are secured properly and not cross threaded . 

o Hand paint machine supplies and tool boxes will be checked out at the beginning of the shift from the yard 
superintendent and must be returned to the yard superintendent at the end of the shift. The tips and filters for laser 
liners are very costly and should not be treated as throw away parts. 

o Make sure tamper cart handles do not stick out from the side of any truck. They can catch on doors and mirrors 
causing significant damage. Use the proper loading and securing methods for tamper carts and all small equipment. 
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Section 6: Back at the Yard 

WHEN PULLING INTO YARD AT THE END OF A SHIFT 
Both driver and passenger stay with their vehicle. If you are waiting in line to use the pump, start on your check in 
procedures. 

TRUCK ORGANIZATION 
Cleaning of truck and reorganization of equipment is the responsibility of the truck driver and passenger, not yard 
personnel. You are responsible to clean whatever truck you drive back to the yard. 

USE OF FUEL PUMPS 
Be certain that you are putting the correct fuel - Gas or Diesel - into the truck or piece of equipment. If you are unsure what 
type of fuel the equipment uses don't guess. Instead ask a foreman. 

GET IN FUELING LINE AT THE PUMP AND WHILE IN LINE: 
1. Put arrow board in Display mode, lamps facing forward. 
2. Do a light check (truck, arrow board, beacons, and trailer). 
3. Empty garbage from the cab into the small dumpster at the pumps. Empty garbage from the bed or trailer 

and all peeled tape into the large dumpster. Do not throw out partially used cans of markout paint or any 
other usable supplies. 

4. If no mechanic is on duty, note any needed truck and large equipment repairs on the repair log at pumps. Do not 
enter repairs on pump/fuel mileage log sheet. Fill out DVIR for out of service repairs and drop it off at the 
designated area. 

5. Note any small equipment repair requests on the repair log at the pumps and drop off the equipment at building A 
6. All small equipment is to be numbered. If you notice any unnumbered pieces of small equipment notify the yard 

superintendent. 
7. Unload any broken small equipment that needs repair and put it outside Bay 4 of Building A Tag the equipment with a 

description of the needed repair. Tags are located at the back of Bay 4. If broken equipment is not tagged, it 
will go to the garage. The next person will think it is in good repair and find out on the job that it doesn't work. 

FUELING 
8. Turn off engine. Start fueling. While fueling, check oil level in compressors and all small equipment, both on the 

truck and on trailers. Check the truck engine oil after doing all other truck and equipment checks. This will allow the 
oil to drip into the bottom of the oil pan. Add oil if you are a full quart or more low, and note on the mileage log. 
Add oil to the full mark, do not overfill. 

9. Re-fill all gas cans or fuel cans on grinder trailer or specialty equipment when refueling trucks. Be sure to use 
yellow cans for diesel fuel, and red cans for unleaded gasoline. Note that there are glue cart flush cans which are 
designated for glue cart cleaning only. Do not use glue cart flush as fuel for any equipment. 

10. Re-fill one gallon pre-mix cans from 5 gallon pre-mix can at pump. 

PARK TRUCK/ EQUIPMENT 
11. Before parking the truck, empty all peeled up tape into the big dumpster. Be certain that partial rolls of tape or other 

useable supplies are not stuck to peeled up tape being thrown away. 
12. If mechanics are on duty and a truck requires repair, drive the truck to Bay 1 of the repair shop. Pull in from the west 

and park equipment as far to the east door as possible. Write up a repair request on the Repair Log located on 
the north wall of the bay. Then notify a mechanic of the repair request. The mechanic may repair the truck right 
away thereby removing the truck from the staging area. 

13. Grinder trucks are to go to the air tool area by Building A to service grinding heads. Heads are to be serviced and 
remounted at the end of the shift, not at the beginning of the next shift. 
Park trucks in their designated parking area (including after-hours repairs.) 

14. Neatly reorganize all tools and equipment in cabs, truck beds, and on trailers, including cones. Yard personnel 
should only have to remove partial pallets and replace them with full pallets for the next shift. 

15. Be sure to roll up windows and slide cab rear window shut after parking truck. 
16. SCB's and grinder trucks are to be thoroughly cleaned by the operator every time 
17. Check with the foreman and the office before punching out to see if you are needed to do something else 
18. Note any needed repairs (including small equipment repairs) on the repair log at the sign out area if you didn't note 

them on the repair log at the pumps 
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PUMPING UP PAINT/ PLURAL STRIPERS & LOADING THERMO TRUCKS & MELTERS 
• Any paint that is pumped out of a truck must be pumped into its appropriately labeled tote or drum 
• Any thermoplastic drained from a truck or melter must be drained into an appropriate tub . This is so that regular dry, 

waterborne, polyurea, spray thermoplastic, or regular thermoplastic are never mixed. 
• Any type of waste must also be put in appropriately labeled totes or drums. In the spring and fall, when some 

stripers have waterborne paint and some have regular dry paint, drain buckets and waste drums cannot be mixed. 
When pumping up a paint or plural striper: 

1. First, pump all partials 

2. Pump up all drain barrels/buckets 

3. Use partial pallets of Beads and Elements first. 

There should only be one partial drum of any type of paint or elements at any time. 
When loading a thermoplastic melter: 

1. First, use up all chunks. 

2. Use all partial pallets of material. 

3. Lastly, start using previously unopened pallets. 

When going out on a handwork job, take appropriately labeled pails of paint. After returning to the yard, empty any 
buckets of paint you bring back into the appropriately labeled tote or drum. 
Empty waterborne paint into totes stickered WB White or WB Yellow. Empty regular dry paint into drums stickered RD 
White or RD Yellow. Empty bad paint into the drum stickered Waste. Do not mix good waterborne with good regular dry 
paint. 

PREPARING TO LEAVE FOR THE DAY 
1. Check in with the Scheduling Department to make sure there is nothing else needed for the day. 

2. Once OK'd to leave, punch out and then attend to any personal needs (phones etc.) Punch out only for yourself. 
Do not punch out for anyone else. 

3. Do not bring personal vehicles up to the time clock area. 

4. Socializing is to be done off the PK premises. Employees are not to congregate or socialize in the parking lot. 

5. There is to be no recreation in yard or parking lot. 

6. If you are riding home with someone else who is working later than you, sign out at your appropriate time, leave the 
yard and wait for your ride. 
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Section 7: SHOP/ YARD SUPERVISION 

SUPERVISORY RESPONSIBILITIES 
Kevin is in charge of implementing Troy shop and yard policies. Chris Reo is responsible for enforcing Troy yard policy. All 
road and yard personnel are to respect his authority as if directives are coming from Aden. 

SHOP POLICY 
Mechanics supply their own personal tools. No one is to take a tool out of any mechanic's tool box without receiving 
permission from the owner of the tool box. 

EQUIPMENT OUT-OF-SERVICE BOARD 
The shop supervisor will keep the Equipment Out-of-Service Board in the front office up to date. The board shows 
when equipment is taken out of service and when it will be returned to service. 

YARD SUPERINTENDENT'S EQUIPMENT REPORT 
Each foreman is responsible to notify Kevin or Chris Reo of equipment which is returned to the yard in damaged or 
poorly maintained condition. Yard foremen will also note the damage on their "Misuse Form". 

TRUCK INVENTORY & SUPPLY LIST CLIPBOARDS 
Yard foremen will maintain a clipboard system as follows. Each truck which carries material will have its own clipboard. At the 
start of each shift the assigned driver will check for accuracy the Inventory and Supply List, sign it, and place in the Load List 
Bin. Yard personnel will also note on the appropriate Truck Inventory and Supply List any material added after the initial 
loading, whether in the AM or later in the day. 

ACCESS TO MATERIAL & MAINTENANCE BUILDINGS 
Tape/ materials storage and maintenance buildings are off limits to road personnel without permission of Aden, Kevin, 
Chris Reo or the Yard foreman. See: Job Procedures> Beginning of Shift> If You Need Added Materials on how to 
acquire materials in the morning. 

BILLS OF LADING 
Yard foremen are responsible to make sure each truck they or their crews load, except for trucks with small loads of only 
beads and/ or cones, has a bill of lading. The shop administrative staff has updated generic bills of lading for certain trucks 
which carry the same load all the time. Trucks whose supply lists are always changing must have accurate bills of lading on a 
daily basis. The loader and driver both must make sure each truck has an acceptable bill of lading for each day and is properly 
placarded. 

ANY VANDALISM MUST BE ADDRESSED IMMEDIATELY 
Loaders will notify Chris Reo as soon as they notice any damage or vandalism. Chris Reo will notify Kevin of such 
occurrences. 

PROCEDURE FOR CHANGING TRUCK ASSIGNMENTS 
Truck Assignments are not to be changed without the approval of Aden, the division manager or the assistant division 
manager. Any truck assignment change must be updated on schedules posted in the sign-in area. Aden, the division 
manager or assistant division manager need to be personally notified the next morning. At the start of each shift, 
foremen need to look at schedule by the time clock to see any truck or personnel changes. 

Changes to trucks or personnel that are made after all paperwork has been distributed to the foreman's building are only 
indicated on the schedule by the time clock. The schedule that is distributed to each individual foreman is not updated with 
any changes that occurred after the paperwork has been placed in the foreman's building. 
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YARD TOOL BOX 
The yard Superintendents will maintain a locked set of tools in Building A These tools will be used by yard personnel who 
need to make repairs on equipment when in the yard. These tools are not to be taken from the yard . Mechanic's tools are 
not to be used by road or yard personnel. 

FORK TRUCK and SCISSORS LIFT POLICY 
Fork trucks and Scissors lifts are to be operated by trained people only. Shop administrative staff will have fork truck and 
scissors lift training materials and are responsible for training PK employees in the proper operation of fork trucks and 
scissors lifts. 

Fork trucks are to have the following tools permanently affixed: 
Bung Wrench 
Lid Wrench 
10-foot Long Chain 
Crescent Wrench 
Male Trailer End 
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Section 8: Specialized Equipment 

CARE & OPERATION OF SPECIALIZED EQUIPMENT - WEIGHT CONSIDERATIONS 
Due to weight restrictions, increased permitting, and stepped up enforcement, all two and three box grinder /groovers and 
all water blasters must have debris boxes virtually empty (debris of no more than 5,000 feet of removal) when traveling 
to and from the job. Pre-trip and post-trap inspections and maintenance must be done, without exception, every time any 
piece of equipment leaves or return to a PK yard or facility. 

1. WATERBLASTERS 
Operators must perform a pre-trip inspection which should include starting auxiliary motors, inspection of blast head, 
and identification of any broken parts or loose hoses or fittings. Make sure spray bars spin freely and all gauges are 
working properly. Fill water tanks to predetermined level for legal transport. When you have returned to the yard, 
dump any excess debris and power wash truck and debris hopper thoroughly. Also, check the pump up hoses, back 
flow preventers and fittings. 

2. GRINDERS (One, Two & Three Box) 
Operators must perform a pre-trip inspection which should include starting auxiliary motor, checking each box 
for dead heads, spinning each head to ensure bearing serviceability and grease each bearing. Check 
blowers and box levelers for proper operation. Inspect all hydraulic lines for any leaks or frays which would 
result in a possible line failure. Let dust system pulse to and from the job. When you have returned to the yard, 
dump excess debris, inspect pulse filters, power wash truck, and replace any dead heads from the grindings 
of the just completed shift. 

3. GROOVERS 
Operators must perform a pre-trip inspection which should include starting auxiliary motor. Inspect saw blades 
and all hydraulic lines for any leaks or frays. Spin head and make sure RPM gauges are functioning. Also check 
that caster wheels spin freely and are not damaged. Let dust filters pulse to and from the job. When you have 
returned to the yard, dump excess debris, inspect pulse filters, check caster wheels and replace if necessary, 
and power wash truck. 

4. SCBs 
Operators must perform a pre-trip inspection which should include starting auxiliary motor. Verify that pulse 
system is working properly and all gauges are functioning. Let dust system pulse to and from the job. Spin blast 
head and inspect seals for serviceability. When returned to yard, dump excess debris from hoppers, (including 
shot hoppers), inspect pulse filters, and power wash exterior of machine. Blow shot hoppers clean. 

5. SWEEPERS 
Operators must perform a pre-trip inspection which should include starting auxiliary motor. Let auxiliary air build up 
before truck is moved. (The auxiliary air gauge is mounted in the gauge cluster.) Fill water tank and grease impeller 
bearing. Make sure all brooms spin freely and water delivery system is working properly. When returned to 
yard, power wash truck and hopper thoroughly which includes the auxiliary motor. 

For the previously mentioned equipment, follow the service manuals grease intervals and inspection of apparatus during your 
shift. When out of town it may be necessary to locate a truck washing facility with the necessary equipment. Training and 
equipment review days will be set up prior to the start of the season. All specialized equipment and operating procedures 
will be discussed during these sessions. Operators of specialized equipment will be required to attend. 

DEBRIS HANDLING 
If, at the end of a shift, there is an available debris dump area, dump your debris there. However, no matter what, if you have 
more than 5,000 feet of debris, you must dump before coming back to the yard. This will ensure that the trucks will not be 
traveling in an over-weight condition. Any dumping at the yard at the end of a shift must be less than 5,000 feet of debris. When 
on the job, the foreman needs to identify the location of dump locations for his employees. 

Water blasters can only travel with water to a predetermined level. If a water blaster removes more than 5,000 feet, the debris 
boxes must be emptied before leaving the job. 

Operators of water blasters, grinders, groovers, SCBs, sweepers, and SCBs are to submit a daily operator's report. The report 
must be filled out completely and placed in the box by the time clock for Kevin to process. For any equipment used out of 
town, the form is to be faxed in from the hotel at the end of every shift. 
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GRINDER HEAD MAKEUP & SPECIFICATIONS 
Do not mix tools, rods, and good teeth with dead teeth . Make sure useable supplies are not mixed in with garbage or 
peeled up tape. During idle moments on the road, crew members should spend time organizing trucks, trailers, and 
cleaning out cabs. At the end of the shift, grinder trucks and hand grinders are to be in ready-to-work order with dead 
heads replaced . 

1. HAND GRINDERS 
After completing grinding with a steel head, remove the steel head and replace it with a carbide head or a milling 
head. In addition to the carbide or milling head on the grinder, have one spare carbide head or milling head and 
one spare steel head on the trailer or truck bed. Dead heads are to be replaced with a carbide head or a 
milling head before the grinder is put on the trailer and brought back to the yard. 

2. ONE BOX & TWO BOX GRINDERS 
The standard configuration for one-box grinder trucks is a leading carbide head and a steel head behind it. A two 
box grinder will have both boxes configured in the same fashion . Keep three spare steel heads, one spare 
carbide head , and two wire brush heads on the truck. At the end of the shift, make sure boxes are returned to 
standard configuration and the proper number of spare heads are loaded. 

3. 3 BOX GRINDERS 
The standard configuration for three-box grinder trucks is the leading box to have two carbide heads, the middle 
box to have a carbide head followed by a steel head, and the third box to have two steel heads. Keep four spare 
steel heads and two spare carbide heads pinned on the back of the back of the truck. At the end of the shift, 
make sure boxes are returned to standard configuration and the proper number of spare heads are loaded. 

At the end of your shift, take all dead heads to the rebuilding bench in Building A. 

PK Contracting, Inc. 
248-362-2130 

Safety Officer: Kurt Shea 
269-207 -2055 
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